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CENTER STREET
LIBRARY LANE

IL_ROUTE 83

&

HIGHLAND ROAD

IL ROUTE 83

s

PRIVATE DRIVE
ZEIGLER DRIVE

SCHEDULE OF QUANTITIES

ITEM

ENGINEER'S FIELD OFFICE, TYPE A
CONDUIT IN TRENCH, 2” DI.A. GALVANIZED STEEL
CONDUIT PUSHED, 2" DIA, GALVANIZED STEEL
‘HANDHOLE
HEAVY-DUTY HANDHOLE
'RENCH AND BACKFILL FOR ELECTRICAL WORK
ELECTRIC CABLE IN CONDUIT, TRACER, NO. 14 1C
F].BER OPTIC CABLE IN CONDUIT,NO.62.5125 MM 12F & SMigF
DRILL EXISTING HANDHOLE
RE-OPTIMIZE TRAFFIC SIGNAL SYSTEM - LEVEL I

FREDERICK ROAD

QUANTITY

BERRY AVENUE

LAKE STREET

BRITTANY SQUARE

WASHINGTON STREET

MATCHLINE
SEE BELOW LEFT

Y
Ay

SHOREWOQOD ROAD

INTERCONNECT SCHEMATIC LEGEND

EXISTING INTERSECTION CONTROLLER
PROPOSED INTERSECTION CONTROLLER
EXISTING MASTER CONTROLLER
PROPOSED MASTER CONTROLLER MC]
MASTER MASTER CONTROLLER NC
EXISTING INTERSECTION & SAMPLING o
(SYSTEM) DETECTORS L
PROPOSED INTERSECTION & SAMPLING

(SYSTEM) DETECTORS ]
EXISTING INTERSECTION LOOP DETECTORS P
PROPOSED SAMPLING (SYSTEM) DETECTORS P
EXISTING SAMPLING (SYSTEM) DETECTORS [ES]
PROPOSED SAMPLING (SYSTEM) DETECTORS

EXISTING SAMPLING (SYSTEM) DETECTORS.

PROPOSED INTERSECTION AND ey
SAMPLING (SYSTEM) DETECTORS. LESP |
EXISTING SAMPLING (SYSTEM) DETECTORS. —
PROPOSED SAMPLING (SYSTEM) DETECTORS. [ESPS,
EXISTING PREFORMED INTERSECTION
& SAMPLING (SYSTEM) DETECTORS pp!
[
PROPOSED PREFORMED INTERSECTION
& SAMPLING (SYSTEM) DETECTORS
EXISTING SAMPLING (SYSTEM) ==
PREFORMED DETECTORS ESPD,

19 S. BOTHWELL STREET
PALATINE, ILLINOIS 60067

VOICEs 847-T76-7200 FAX: B47T-T76-1238

F.A.P.| TOTAL |SHEET
RTE. SECTION COUNTY SHEETS| NO.
Z 866 | 2005-057T$ LAKE 20 | 20
. ’ STA. TO STA.
FED. ROAD DIST. NO. ‘lLL[NOIS[ FED. AID PROJECT
CONTRACT NO. 60A46
THE FOLLOWING EXISTING TRAFFIC SIGNAL EQUIPMENT SHALL BE REMOVED
BY THE CONTRACTOR AT FREDERICK ROAD, SHALI. REMAIN THE PROPERTY OF
THE STATE AND SHALL BE DELIVERED BY THE CONTRACTOR TQ THE STATE’S
TRAFFIC SIGNAL MAINTENANCE FACILITY AS PER THE TRAFFIC SIGNAL
SPECIFICATIONS.
1 EACH MASTER CONTROLLER
PROPOSED SAMPLING (SYSTEM)
PREFORMED DETECTORS PSPD
EXISTING FIBER OPTIC CABLE IN CONDUIT, o C
NO. 62.5/125, MMI2F SM12F
PROPOSED FIBER OPTIC CABLE IN CONDUIT, __7_@777
NO. 62.5/125, MMI2F SMI12F
EXISTING INTERCONNECT CABLE - NO.
62.5/125 12F FIBER OPTIC CABLE T -
PROPOSED INTERCONNECT CABLE - NO. L @___
62.5/125 12F FIBER OPTIC CABLE
EXISTING INTERCONNECT CABLE - NO. 18 o O
3 PAIR TWISTED, SHIELDED
PROPOSED INTERCONNECT CABLE - NO. 18 o .
3 PAIR TWISTED, SHIELDED “.‘
EXISTING LOOP DETECTOR CABLE
2/C TWISTED, SHIELDED
PROPOSED LOOP DETECTOR CABLE
2/C TWISTED, SHIELDED
EXISTING ELECTRIC CABLE,
1/C NO. 10
PROPOSED ELECTRIC CABLE,
1/C NO. 14
EXISTING TELEPHONE CONNECTION
PROPOSED TELEPHONE CONNECTION
. m:grsmNs ILLINOIS DEPARTMENT OF TRANSPORTATION
INTERCONNECT SCHEMATIC
IL ROUTE 83 FROM
CENTER STREET TO
BRIGHTON LANE
GRAYSLAKE, IL
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